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PERIMETER EROSION
BARRIER, 493 L.F.

REMOVE AND REINSTALL
EXISTING PRECAST REINFORCED
CONCRETE FLARED END SECTION

MAI

EXISTING LIGHT
/POLE TO REMAIN

LANDSCAPING GRAVEL,
50 S.Y.
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\
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FOR BUTT-JOINT
\ 63 S.Y.

EXISTING
SHOULDER

EXISTING WOODEN v
. BOLLARDS TO REMAIN  \ \

RELOCATE EXIST.
L BOX

PROPOSED UNDERDRAIN
AND HEADWALL, SEE
GRADING & STAKING PLAN

NOTES:
{. SEE SHEET 5 FOR TYPICAL SECTIONS.

2. ENGINEER SHALL DETERMINE FINAL LOCATION
OF PERIMETER EROSION BARRIER,

3. ENGINEER SHALL DETERMINE LOCATIONS WHERE
EXISTING PAVEMENT CONDITIONS REQUIRE LEVELING
BINDER BEFORE RECEIVING OVERLAY.

4. ALL EXISTING TURF AREAS DISTURBED DURING
CONSTRUCTION SHALL BE SEEDED PER SECTION 250
OF THE STANDARD SPECIFICATIONS. COST INCLUDED

IN HMA BINDER COURSE,
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